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Standard Features
�� Revolutionary aircraft grade aluminum frame with 
dual handles (no welds to fail)

�� Lifetime frame warranty

�� Easy access single bolt interlocking belt cover

�� Single bolt engine adjustable belt tension

�� 50 mesh inlet filter

�� Adjustable pressure unloader

�� Low oil shutdown

�� Pneumatic tires

�� Dual padded shock absorbing feet

�� 3/4” cold-rolled steel threaded axle

�� Thermo-sensor (prevents overheating in bypass 
mode)

�� Commercial/Industrial grade engines

Standard Accessories
�� Gun/wand assembly with quick connects

�� 50’ high pressure hose with quick connects

�� Chemical injector assembly with quick connects

�� 4 color-coded QC spray nozzles

�� 1 color-coded QC chemical nozzle

Available Options / All Models

�� Skid Mount

Available Options / GX390 Models 
Only

�� Electric Start Upgrade 
(All electric start models include 
battery and marine battery box.)

�� Block Mounted K7 Unloader, 3500 
PSI Max.	

Model No. GPM PSI Engine Pump

CEB3025HA 3.0 2500 GX200 Honda AR

CEB3025HC 3.0 2500 GX200 Honda CAT

CEB3025HG 3.0 2500 GX200 Honda GP

CEB4035HA 4.0 3500 GX390 Honda AR

CEB4035HC 4.0 3500 GX390 Honda CAT

CEB4035HG 4.0 3500 GX390 Honda GP

CEB4040HA 4.0 4000 GX390 Honda AR

CEB4040HC 4.0 4000 GX390 Honda CAT

CEB4040HG 4.0 4000 GX390 Honda GP

CEB4042HV 4.0 4200 GX390 Honda Viper

CEB4040HG

S/CEB4040HG
Skid Mount


