
Affordable, Mobile, 
High Pressure Cleaning System

Professional Pressure Washers

TRK Series



Shown with optional Liberty Series 
hot water pressure washer skid

TRK-2500 - Commercial Pressure Washers

TRK-2500 - ideal for on-site cleaning.

Kärcher’s TRK-2500 pressure washer trailer is designed to accommodate a variety of pressure washer skids. 
This trailer package is rugged, affordable, versatile, and easy to ship and store.

The TRK-2500 is made of rugged 10-gauge steel. The wheel and axle assembly features leaf-spring suspension of up to 3,500 lbs. 
The 39-inch tongue features a swing-away hinge that saves on storage space.

Customizing your trailer package is easy:

� Step 1: Select a compatible Kärcher pressure  washer (next page).
� Step 2: Customize your trailer with a broad selection of options and accessories, such as hose reels, electric or hydraulic brakes, etc.

Trailer Systems | Customized Mobile Packages

TRK-2500

� Electrical wiring recessed within tubular frame;
� Lighted license plate holder and recessed tail  lights;
� 1,000 lb. swivel jack with a 2-inch ball coupler for quick and easy hook up of the trailer;
� 3-way ball valve for easy switching of the water flow from the holding tank to a faucet;
� High-density, polyethylene 200-gallon water tank with a 12-inch access port, 1 1/2-inch drain valve, 
    3/4-inch float valve and a 50-mesh inlet filter; and two 5/16-inch chains for additional safety.

Technical Data
Axle Single

Load Capacity lbs. 3500

Water Tank gallons 200

Ship Weight lbs 1072

Order No. 1.103-819.0

Ships from:
Camas



TRK-2500 - Commercial Pressure Washers

Liberty Series Skids
Model Order No. Description

HDS 3.9/30 Pe Cage 1.575-600.0 3.9 GPM @ 3,000 PSI, Gas, 12V DC Burner

HDS 4.8/30 Pe Cage 1.575-601.0 4.8 GPM @ 3,000 PSI, Gas, 12V DC Burner

HDS 4.8/30 Pe Cage 1.575-602.0 4.8 GPM @ 3,000 PSI, Gas, 120V AC Burner

HDS 4.7/35 Pe Cage 1.575-603.0 4.7 GPM @ 3,500 PSI, Gas, 12V DC Burner

HDS 4.7/35 Pe Cage 1.575-604.0 4.7 GPM @ 3,500 PSI, Gas, 120V AC Burner

HDS 5.6/35 Pe Cage 1.575-605.0 5.6 GPM @ 3,500 PSI, Gas, 12V DC Burner

HDS 5.6/35 Pe Cage 1.575-606.0 5.6 GPM @ 3,500 PSI, Gas, 120V AC Burner

Liberty Series Direct Drive Models (details on page 5)
HDS 3.5/35 Pe Cage 1.575-553.0 3.5 GPM @ 3,500 PSI, 389CC*, Electric, 12V DC Burner

Liberty Series Cold Water Belt-Drive Models (details on page 12)
HD 3.7/35 Pb Cage 1.575-205.0 3.7 GPM @ 3,500 PSI, 389CC, Gas

Options
8.917-294.0 Liberty Series Skid mounting kit (required for mounting pressure washer to trailer)

8.917-295.0 HDS 3.5/35 Pe Cage Mounting (required for mounting pressure washer to trailer)

Options (field installed)
8.917-558.0 Saddle Box (ea)

8.917-559.0 Rock Guard

8.917-560.0 Utility Rack

Options (factory installed)
8.917-397.0 Electric Brakes

8.917-553.0 Electric Brake Breakaway Kit

8.917-398.0 Hydraulic Brakes

8.917-554.0 High Pressure Hose Reel

8.917-555.0 Low-Pressure Hose Reel

8.917-556.0 Saddle Boxes (2)

8.917.557.0 Rock Guard

Swing-away hinge makes for easy storing and shippingHose reel, utility rack and saddle box options available



Your Authorized Kärcher Floor Care Dealer:

Kärcher Commercial 

Phone 888-805-9852

Fax 800-248-8409
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